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1. SAFETY GUIDELINES

General

The information contained in this section applies not only to everyday 
equipment operation, but also to any procedure carried out on it, whether for 
preventive maintenance or in the case of repairs and the replacement of worn 
out parts.

It is very important to observe the safety warnings in this manual at all times. 
Failure to do so may result in personal injury and/or damage to the equipment 
or the rest of the installation.

Before beginning work on the equipment, read this manual carefully, and in 
case of any doubt, contact our Technical Service Center. We are available for 
any clarification that you might need.

Keep manuals in perfect condition and within reach of personnel that use the 
equipment and perform maintenance on it. 

Also provide necessary safety material: appropriate clothing, footwear, gloves 
and safety glasses.

In all cases, observe local regulations regarding risk prevention and safety.

Symbols

The symbols used on both the melter/applicator equipment and in this manual 
always represent the type of risk we are exposed to. Failure to abide by a 
warning signal may result in personal injury and/or damage to the equipment 
or the rest of the installation.

Warning: Risk of electrical shock. Carelessness may produce injury or death.

Warning: Hot zone with high temperatures. Risk of burns. Use thermal 
protective equipment. 

Warning: System under pressure. Risk of burns or particle projection. Use 
thermal protective equipment and glasses.

Warning: Important information for the correct use of the system. May include 
one or several of the previous hazards, and therefore must be kept in mind to 
avoid damage and injury.

Warning: Dangerous area. Risk of entrapment. Carelessness may produce 
injury or death.
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Mechanical components

The hot-melt installation, which is installed to this device, requires moving 
parts that can cause damage. Use the equipment correctly, and do not remove 
the safety guards while the equipment is in operation; prevent the risk of 
possible entrapment due to moving mechanical parts.

Do not use the equipment if the safety devices are not in place or appear to be 
inadequately installed.

For maintenance or repair operations, stop the movement of moveable parts 
by turning off the main switch.

The device has no moving mechanical parts, so it does not pose risks to 
consider in this section.

Electrical components

The system works with single-phase or three-phase current of a certain 
power. Never handle the equipment with the power connected, as this may 
result in powerful electrical shocks.

The installation must be correctly grounded.

The installation’s power cable conductors must match the required electric 
current and voltage.

Periodically inspect the cables to check for crushing, wear and tear, as well as 
to prevent tripping and falls as a result of their placement.

Although the system meets EMC requirements, it is inadvisable to use 
devices that transmit high levels of radiation, i.e., mobile phones or soldering 
equipment in their vecinity.

Hydraulic components

As this is a pressurized system, precautions related to this type of equipment 
must be observed.

Before each operation, always make sure that the adhesive circuit is 
completely free of pressure. There is a high risk of hot particle projection, 
along with the corresponding danger of burns.

Use caution with the residual pressure that may remain in the hoses when the 
adhesive cools. When reheated, there is a risk of hot particle projection if the 
outputs are left open.

Pneumatic components

Some equipment uses compressed air to 6 bar pressure. Before any 
manipulation, please ensure that the circuit has lost fully air pressure. The 
risk of projection of particles at high speed can cause injury to a certain 
severity. 

Extreme precautions with the residual pressure that could be contained in the 
circuit, before disconnecting any pneumatic feeding tube.
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Thermal components

The entire system works with temperatures that can exceed 200°C (392°F). 
The equipment must be operated using adequate protection (clothing, 
footwear, gloves and protective glasses) that completely cover exposed parts 
of the body.

Keep in mind that, due to the high temperatures reached, the heat does not 
dissipate immediately, even when the power (in this case, electric) source is 
disconnected. Therefore, use caution, even with the adhesive itself. It may 
remain very hot, even in a solid state.

In case of burns:

1. If the burn is the result of contact with melted adhesive, do not try to 
remove the adhesive material from the skin. Do not try to remove it once 
it has solidified either.

2. Cool the affected area down immediately with lots of cold and clean water. 

3. Seek medical attention as soon as possible either from the company’s 
medical service or the nearest hospital. Provide the medical staff with the 
Safety Information Sheet of the adhesive.

Materials

Meler systems are designed for use with hot-melt adhesives. They should 
not be used with any other type of material, and especially not with solvents, 
which may cause personal injury or damage to internal system components.

Some units are specifically designed to use polyurethane reactive (PUR) hot-
melt adhesives. Using PUR on a unit that is not prepared for that purpose may 
cause severe damage to the unit. 

When using adhesive, follow the corresponding guidelines found in the 
Technical and Safety Sheets provided by the manufacturer. Pay special 
attention to the advised work temperatures in order to prevent adhesive 
burning and degradation.

Ventilate the work area adequately in order to remove the vapors produced. 
Avoid the prolonged inhalation of these vapors. 

Always use original Meler components and replacement parts, which 
guarantee the correct system operation and service.

Noise emission declaration

The A-weighted emission sound pressure level (LpA) of the unit in operation 
does not exceed 70 dB(A) under any circumstances.

The maximum C-weighted sound pressure level (LpCpeak) and the A-weighted 
sound power level (LWA) do not exceed values worthy of mention and thus do 
not represent a specific risk that must be taken into account.



FOCKE MELER GLUING SOLUTIONS

1-4

SAFETY GUIDELINES

Intended use

The equipment are designed to be used in the following conditions:

• Hot-melt adhesive fusion and pumping at temperatures up to 200 °C 
(392 ºF). Consult with Meler technical service to operate with higher 
working temperatures.

• Use of equipment with Meler accessories.

• Installation of equipment according to the security regulations 
currently in force and the instructions provided in this manual 
(anchoring, electrical connection, hydraulic connection, etc).

• Use of equipment in non-explosive, non-chemically aggressive 
environments.

• Use of equipment following the safety instructions indicated in this 
manual, as well as on the labels accompanying the equipment, using 
adequate means of protection during each mode of operation.

Limited use

The equipment should never be used under the following conditions:

• Use with reactive polyurethane or any other material that might cause 
safety or health risks when heated.

• Use of equipment in environments where cleaning is necessary using 
water jets.

• Use of equipment to heat or melt food products.

• In potentially explosive atmospheres, aggressive chemical 
environments or outdoors.

• Use or operation without adequate safety protection.

• If the person in question does not have the necessary training to use 
the unit or to apply all of the necessary safety measures.

Note: Do not modify the equipment or use components that were not supplied 
by Meler. For any modification of a component of the equipment or part of the 
installation, you must firstly consult the After-Sales Service
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2. INSTALLATION AND USE

Information on installing and using the Bluetooth® application for Meler 
melters can be found in this manual.

This system allows basic operations through the use of an application from a 
mobile device, without using the equipment’s touch screen.

Attention: Only authorized personnel with adequate training can use this 
system.

Attention: For the use of the equipment and the description of its functions, 
consult its corresponding instruction manual.

Bluetooth module connection

1. Disconnect the power supply to the equipment.

2. Open the door of the electrical cabinet.

3. Connect the electronic module to port X14 of the HMI card.

4. Check if the HMI card has the software version compatible with the 
‘Bluetooth’ system. To do this, access ‘2.2 Additional settings’ and check 
that the ‘Bluetooth’ option appears. 
 
If not, update the program with the Meler app. For more information 
consult your Focke Meler Representative or the Focke Meler Main Office.
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Installation and configuration

1. On the screen of ‘2.2 Extra Settings’ enable Bluetooth communications on 
the equipment.  
 
Once enabled, it is possible to access the screen where the name of the 
equipment is displayed. You can change the name of the computer and 
save the change. 

2. Install the ‘Meler BT’ application on the mobile device you want to use. It 
is available for the IOs and Android systems from the respective ‘Store’ of 
applications.

3. Launch the application and select the activated melter. 

4. Finally, enter the ‘EXPERT’ mode password for the melter.

5. The mobile device will display the main screen of the melter and it will 
now be possible to operate with it.
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2.2 Extra Settings

Regrind charger

Channel number

Feeder

Pattern controller

Level detector

Extermal HMI

Wireless communication
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Flowmeter
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Operations

The following operations can be performed from the application: 

• Front pushbuttons for ‘STOP’ and ‘ON / OFF’.

• Home display: Read the real temperature of all zones and see the status 
of the equipment.

• Temp display: Change the setpoint and the general temperature variation 
and the temperature of each area.

• Status display: General On / Off or by areas and general Stanby or by areas.

• Alarms display: View the alarms of the equipment and reset all of them.
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General Variation

General Set-Point

Area Real Set Point

T: Tank 152 150

D: Distributor 148 150

1.1: Hose 1 147 150

1.2: Applicator 1 151 150

2.1: Hose 2 148 150

2.2: Applicator 2 150 150

3.1: Hose 3 149 150
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Area Standby OFF

T: Tank

D: Distributor

1.1: Hose 1

1.2: Applicator 1

2.1: Hose 2 

2.2: Applicator 2

3.1: Hose 3 

3.2: Applicator 3
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A66: Thermostat

RESET ALL
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For more information speak with your Focke Meler representative:

Focke Meler Gluing Solutions, S.A.
Pol. Arazuri-Orkoien, c/B, nº3 A
E-31170 Arazuri - Navarra - Spain
Phone: +34 948 351 110
info@meler.eu - www.meler.eu

Focke Group
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